
CHK ELEKTRONIK

Noise suppression choke (RZDS)

Specifications

Nominal voltage 250 V AC

Inductance 0,3 A– 10 A

Current 0,4 mH – 82 mH

Frequency 50 Hz

Climate consistency 40 / 125 / 21

Inductance tolerance ± 30 %

Test voltage
(winding - winding)

1500 V, 50 Hz, 2 sec

Max winding-temperature 115 °C

Core material Ferrit

Information

Please contact us for more information about our manufacturing processes and development opportunities.

Scope of application

• RFI suppression of electrical equipment
• Switching-power-supplies
• Electric machines
• Consumer electronics
• Transformers, potential separation
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CHK ELEKTRONIK

Noise suppression choke (RZDS)

Models

Article no. Description Type Size

V12826 Suppression choke (RZDS) 0,3 A / 47 mH 1

V12827 Suppression choke (RZDS) 0,4 A / 27 mH

V12442 Suppression choke (RZDS) 0,4 A / 39 mH 1

V12828 Suppression choke (RZDS) 0,5 A / 18 mH 1

V12829 Suppression choke (RZDS) 0,5 A / 27 mH 1

V12830 Suppression choke (RZDS) 0,5 A / 56 mH

V12831 Suppression choke (RZDS) 0,5 A / 82 mH

V12832 Suppression choke (RZDS) 0,7 A / 10 mH 1

V12833 Suppression choke (RZDS) 1 A / 2x10 mH 2

V12834 Suppression choke (RZDS) 1 A / 27 mH 3

V12835 Suppression choke (RZDS) 1 A / 33 mH 4

V12836 Suppression choke (RZDS) 1 A / 68 mH

V12837 Suppression choke (RZDS) 1,2 A / 6,8 mH 1

V12838 Suppression choke (RZDS) 1,4 A / 27 mH 4

V12839 Suppression choke (RZDS) 1,5 A / 3,3 mH 1

V12840 Suppression choke (RZDS) 2 A / 1 mH 1

V12841 Suppression choke (RZDS) 2 A / 18 mH

V12842 Suppression choke (RZDS) 2 A / 2,2 mH

V12843 Suppression choke (RZDS) 2 A / 5,6 mH 3

V12844 Suppression choke (RZDS) 2 A / 6,8 mH 3

V12845 Suppression choke (RZDS) 2,6 A / 0,4 mH

V12846 Suppression choke (RZDS) 3 A / 1,2 mH 2

V12847 Suppression choke (RZDS) 3,6 A / 0,4 mH 1

V12848 Suppression choke (RZDS) 4 A / 2,7 mH 3

V12468 Suppression choke (RZDS) 4 A / 3,3 mH 4

V12849 Suppression choke (RZDS) 4 A / 6,8 mH

V12850 Suppression choke (RZDS) 6 A /3,9 mH

V12851 Suppression choke (RZDS) 8 A / 2,7 mH

V12852 Suppression choke (RZDS) 10 A / 1,8 mH

Further models are available on request.
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